APPLICATION FOR VARIANCE INDIARA DEE;’;;“;@“;{,%;;‘%EE#;@;” SECURITY

-State Form-44400 (R7 / 10-13) 302 Wesi Washingion Street, Room W248
Approved by State Beard of Accounis, 2013 Indianapoiis, [N 46204-2739

nftodliwww in qovidhs/Rireffo bs comm_code/

INSTRUCTIONS: Please refer to the attached four (4) page instructions. Variance number (Assigned by department)
Attach additional pages as peeded fo'complete this application, 178 5 AL

:_1.' APPLICANT INFORMATION (Person whe wou!d_ be in violation if vaﬁance is not granted; us
1 Narne-of applicant

ually this is the owner)
Tifle

Rob Staley Exsculive Director
Name of organization Telephone number
The Crossing National, Inc. {6574) 226-0671

Address {number and street, olty, state, and ZIF code)

2930 S. Napanee St, Elkhart, In. 46517
2, "PERSON SUBMITTING APPLICATION ON BEHALF OF THE APPLiCANT {If not submftfed by the app[:cant)

Name of applicant Title

Jennifer Hasbrook B | Administrator
Name of organization ’ Telephone.numbar
The Crossing National, Inc. | (674) 226-0671

Address (number and street, cily, state, and ZIF code}

2930 S.. Nappanee St., Elkhart, In, 46517
“3. DESIGN PROFESSIONAL OF RECORD {If applicable) i7"
Name of design professionat

License number

n/a

Name-of erganization -Telephane number

( )

Address (number and streal, city, state, and ZIP code)

4 PROJECTIDENTIFICATION ", . R e L .
Name of project | State projectnumber

Syracuse Crossing _ S

Address of site (number and street, city, sfate, and ZIP code)

304 W. Main Street, Syracuse, In. 46567

Type of project
[] New ] Addition [] Atteration [:I Change of occupancy Existing

“B. REQU!RED ADDIT‘ONAL INFORMATION Sl i
The following required information has been included with thls apphca:lon (checkas app{icabfe)

B A check made payable to the Indiana Depariment of Homeland Security for the appropriate amount. (see instructions)
[] One(t)setof plans or drawings and supporting data that desciibe the area affected by the requested variance and any proposed alternatives.
[F written documentation showing that the local fire official has received a copy of the variance application.

(1 written documentation showing that the local bunfdmg official has received a capy of the variance application,

"6, VIOLATION INFORMA‘HOM ge
Has the Pian Revisw Section of the Division of F:

LI Yes (if yes, attach a copy of the Correction Order. ) Xl No

%re and Bulldlng Safety Essued 2 Conecion.Order?

Has a violation been issued?
X Yes {if yes, attach a copy of the Violation and answer the following.} [1No

Viclation issued by:
[ Local Building Department: X State Fire and Building Code Enfarcement Section [ Local Fire Department
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7. DESCRIPTION OF REQUESTED VARIANCE ~ - - .
| Name<wf code or standard and edifion involved Specific code section

1 2014 Edition IBC £75 JAC 13-26
Naiure of non-compliance finciude & description of'spates, equipment, efe. involved &s necessary,)
[F1907.2.3 Group E. A manual fire alarm system shall bz instafied in Graup E eccupancizs, When automatic sprirkier systems-or
smoke detectors areinstalled, such systems or detectors shall be connedted o the building fire alarm system.

Exceptions: :

1. Group E eccupancies with an vecupant iod afiess than 50,

2. Manual fire alarm baxes are not required in Group E occupangies where the following apply;

2.1 interjor corridors -are profected by smoke detectors with alarm verification,

1 2.2 Auditoriums, cafeterias, gymnasiums and the like are protected by heat detectors or other approved detaction devices,

| 2.3 Shops and labaratories involving dusts or vapors are protected by heat detectors or other listed detection.

2.4 Off premise monitoring is provided.

2.5 The capabifity o activate the evacuation signal from a central potrif is sprovided.

2.8 In buildings where rormally occupied spaces are provided with a two-way communication system befween such spaces and a
constantly aitended receiving station from where & general evacuation alarm can bé sounded.

3. Manua! fire alarm boxes shall not be required In Group E oooupansies where the building Is equipped thraughout with an approved
automatic sprinkler system, the nofificafion applisnces will activate on sprinkler water-fiow and manual activation provded from a
normally occupied location.

| The calculated occupant load of school is 102 persons. A fire alarm systern or spiinkier system is required per the above code
reference. '

|- 8. DEMONSTRATION THAT PUBLIC HEALTH, SAFETY, AND
Select one of the following statements:

WELFARE WILL BEPROTECTED . -~ <. ..

B Non-compliance with tha rule will not be adverse to the public health, safely or welfare; or

B Applicant will undertake aftemative actions in lleu-of compliance with the rule to erisure that granting of the vatiance will not be adverse to
public health, safety, or welfare. Explain why alternative actions weild be adequate {(be specifiy).

| Facts demanstrating that the above selected siat’eme'nt is frue:
Variance 1o be classified to Group E. The Crossing is temporarily planning o stay in the buliding unti the end of the school year, We

are asking for an option to stay and have the variancs granted for up Yo 2 years, or unii! June 30, 2019, The extra time will aliow for The
Crossing te locate another builiding. :

8. DEMONSTRATION OF UNDUE HARDSHIP OR HISTORICALLY SIGNIFICA
Select at least one of the following statéments:

> Imposition of the ruia would result in an undue hardship Junuswal difficuliy) because of physical limitations of the sonstruction ste or its utility services,
[ imposition of the nie would resutt in an undue hardship {unusual dificully) because of major operational problems in the use of the building-or structure,
Imposition of the rule would resut in an undus hardship (unsual difficilly) because of excessive costs of addifional or aliered eanstruction elements.

1 O Impostion of the rule would prevent the preservatidn of an architeciurally or a historically significant part of the buiiding or stnicture,

Facts demonstrating that the above selecled sialement is frues
A Sprinkier system installed In this facifity will cause a financial hardship for The Crossing.

10. STATEMENT OF ACCURACY

T hereby certify under penalty of perjury that the information contained In this applicatton is accurate.

Sigm‘iﬁiziof*agplibant { submitiing application Ptease print mrame Date of signature (month, day, year} |
3 \ _ | Jenniter Hasbrook ’ 23Nz

] SignWi@Messianal {if applicatle). Please.pintname Date of signature {month, day, year)
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. STATEMENT OF AWARENESS {If the application is Submitted on the applicant’s behalf, the applicant must sign the following statement,)

{ hereby cerfify under penalty-of perjury that | am aware of this request for variance and that this application is being submitied on my behalf.

Sigzm'ﬂr!?l‘ic’an! m Please print name Date of signature (monih, day, vear)
] 72 By / Loy Qﬁaiw} ol !wnr
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FIRE AND BUILDING

DIVISION OF FIRE AND BUILDING SAFETY

{INDIANA DEPARTMENT OF HOMELAND SECURITY
COD E EN FORC EM ENT 302 WEST WASHINGTON STREET, RM F241
INDIANAPOLIS, IN 46204
HNSPECTHON REPORT TELEPHONE: 317-232-2222
ORDER WEB ADDRESS: WWW.IN.GOV/DHS
Identification Number Name of the facility Caunty
BU26784 THE CROSSING SCHOOL KOSCIUSKC
Addraess of Properiy Name of the Contact Telephone Number
304 W MAIN ST SYRACUSE 46567 BARBARA RICE (574) 400-8472
Emait Inspection Date
doreenshelt@gmail.com oi18/2017
inspection Category Inspection Type Inspaction Status;
BUSINESS/MANUFACTURING REINSPECTION VIOLATION
Name of the inspecier ED SORENSEN Phone: 3175174524
Email: esorensen@chs.in.gov
Violations
RULE OR DATE BY
INDIANA WHICH
Vi0- CODE VIOLATION
LATION | SECTION MUST BE
NUMBER| VIOLATED DESCRIPTION OF VIOLATION CORRECTED
1 Sec. 405.5 Records shall be maintained of required emergency evacuation drills 02/18/2017
2014 Edition IFC | and include the following information:
875 IAC 222.5 1. Identity of fhe person conducting the drill.
2, Date and time of the dril).
3. Notification method used.
4. Staff members on duly and participating.
5. Number of cccupanis evacuated,
8. Special conditions simulated,
7. Problems encountered.
8. Weather conditions when occupants were evacuated,
8. Time required % accomplish complete evacuation,
Provida current copy of monihiy fire drills.
2 Sec, 404.3.2 Fire safety plans shall include the following: 02/18/2017
#014 Editlon IFG | 1, The procedure for reporting a fire or other emergency.

675 1AC 22-2.5

2. The life safety stratagy and procedures for netifying, relocating or
evacuating eccupants, including occupants who need assistance.
3. Site plans indicating the following:

3.1. The accupancy assambly paint.

3.2. The locations of fire hydrants,

3.3. The nermal routes of fire depariment vehicle actess.

4. Floor plans identifying the locations of the following:

4.1. Exits.

4.2. Primary evacuation routes.

4.3, Secondary evacuation routes,

4.4. Accessible egress routes.

4.5. Areas of refuge.

4.6. Extericr areas for assisted rescue.

4.7. Manual fire alarm boxes.

4.8. Portable fire extinguishers.

4.8. Occupant-use hose siations,

4.10. Fire alarm annuneiators and conirols.

5. Alist of major fire hazards associated with the normal use and
ocecupancy of the premises, including maintenance and housekesping
procedures.
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6. identlfication and assignment of personinel responsibie for
maintenance of systems and equipment installed to prevent or control
fires,

7. identification and assignment of personnel responsible for
maintenance, housekeeping and contrelling fuel hazard sources.

Provide copy of fire safety and evacuation plans for review,

Sec. 1006.3
2014 Edition IBC
875 1AC 13-2.6

2014 Edition IBC
675 AC 13-2.6

Sec. 10114
2014 Editlon 1BC
675 1AC 13-2.6

The power supply for means of egress lilumination shall normaily be 0211812017
provided by the premises’ electrical supply. In the event of power
supply {ailure, an emergency electrical system shall automatically
itiuminate all of the fotlowing areas:
1. Aisles and unenclosed egress stairways in rooms and spaces fhat
require two or more means of egress.
2, Corridors, interior exit stairways and ramps and exit passageways in
buildings required to have two or mors exits.
3. Exterior egress components at other than their levels of exit
discharge until exit discharge ie accomplished for buildings required
to have two or more exits.
4. Interior exlt discharge elements, as permitted In Section 1027.1 , in
bulldings required to have two or more exits.
5. Exterlor landings as required by Section 1008.1.6 for axit dizcharge
doorvays in bulldings required o have two 6r more exits.
The emergency power sysiem shall provide power for a duration of not
less than 90 minutes and shall censist of storage batteries, unit
equipment or an on-site generator. The Installation of the emergency
power system shall be in accordance with Section 2702,
Provide emergency lighting to enable the students to see the exits in
the event of a power failure.
SECTION 1015 0211812017
EXIT AND EXIT ACCESS DOCRWAYS
1015.1 Exits or exit access doorways from spaces. Two
vided where one of the following conditions exlsts;
1. The occupant load of the space exceeds one of the values
in Table 1015.1.
Exceptions:
1. In Group R-2 and R-3 occupancies, one means
of egress is permitted within and from Individual
dwelling units with a maximum occupant
load of 20 where the dwelling unit Is equlpped
throughout with an automatic sprinkler system
in accordance with Section 993.3.1.1 or
903.3.1.2,
2. Care suites in Group -2 occupancies cemplying
with Secticn 407.4.3.
2. The common path of egress travel exceeds one of the
limitations of Section 1014.3
3. Where required by Section 1015.3, 1015.4, 1015.5, or
1015.6.
Where a buiiding contains mixed occupancles, each individual
oceupancy shail comply with the applicable requirements
for that occupancy. Where applicable, cumulative * occupant loads
from adjacent cccupancies shall be considerad
in agcordance with the provisions of Section 1064.1,
The calculated occupant load js over 49 people. There Is oniy one exit
for the schopl. Need one sdditional exit,

0z2118/217

Exits and exit access doors shali be marked by an approved exit sign
readily visible from any direction of egress fravel. The path of egress
travel to exits and within exits shall be marked by readily visible exit
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signs to clearly indicate the direction of egress travel in cases where
the exit or the path of egress travel is not immediately visible ¢o the
occupants. intervening means of egrese docrs within exits shall be
marked by exit signs. Exit sign placemenit shall be such that no point
in an exit access corrider or exit passageway is more than 100 feet
(30,480 mm) or the listed viewing distance for the sign, whichever is
less, from the nearest visible exit sign.

Excaptions:

1. ExHt signs are not required in rooms or areas that require only one
exit or exit access.

2. Main exterior exit doors or gates that are obviously and clearly
identifiable as exits need not have exit signs where approved by the
fire code officiat,

3. Exit signs are not required in occupancies in Group U and individual

sleeping units or dwelling units in Group R-1, R-Z or R-3.
4. Exit signs are not required in dayrooms, sleeping rooms or
dermitories in occupancies in Group 1.3,

5. In occupancles in Groups A-4 and A-5, exit signs are not required on

the seating side of vomitories or openings into seating areas where

exit signs are provided in the concourse that are readily apparent from
the vomitories. Egress lighting is provided to identify each vomitory or

opening within the seating area in an emergency.

Provide exit signs af afl required oxits.

2014 Edition IBC
676 IAC 13-2.6

[F] 807.2.3 Group E. A manual fire alarm system shall be
installed in Group E occupancles. When automatic
sprinkler systems or smoke detectors are installed, such
systems or detectors shall be connected to the building fire
alarm system.

Exceptions:

1. Group E accupancies with an occupant load of

less than 54.

2. Manual fire alarm boxes are not required In

Group E occupancies where all of the following

apply:

2.1. Interior corridars are protected by smake

detectors with alarm verification.

2.2, Auditoriums, cafeterias, gymnasiums and

the like are protecied by heat detectors or

other approved detection devices,

2.3. Shops and laboratories involving dusts or

vapors are protected by heat detectors or

other listed detection.

3. Manuai fire alarm boxes shalt not be required in
Group E occupancies where the bullding is

equlpped throughout with an approved automatic
sprinkier system, the notification appliances will
agtivate on sprinklier water flow and manual

activation is provided from a normally occupled
location.

The calculated occupant Joad of schoo! is 102 persons. A fire alarm

gsystem: or sprinkler system is required per the above code referenco.

0211872017

Facility Id
BU25784

Received By Namg Signature and Date
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Identification Numbaor

BU26784

INSPECTION REPORT
ORDER

Nzma of the {acliity

THE CROSSING SCHOOL

Address of Praporty

304 W MAIN ST SYRACUSE 46567

- Name of the Contact
BARBARA RICE

TELEPHONE: 31
WEB ADDRESS: WW

G SAFETY

DIN
FIRE AND BUILDING DRSO O ENT OF KOWELAND SECLE
CODE ENFORCEMENT 202 WEST WASHINGTON STREE
INDIANAPOLIS, ';,q 232-2222

W.IN.GOVIDHS

County
KOSCIUSKO
Tefophona Number
{574} 400-8472

inspociion Date

Emall
11112046
! Inspaction Category - “inspaction Typo Inspection Stafus: ™~
BUSINESS/MANUFAC TURING INITIAL VIOLATION
s .- Nameofthainspacter  ED SORENSEN T  Phona: 3175174524
j Eman csfs.rm.l_aﬂri@dhslin.gw e
Violations
| TR SR e _— [P v m mm e e e . e Rty e
| g oy
i ! INDIANA
‘vio. | copE : | VIOLATION
LATION | SECTION - ; MUSTBE
i ‘ | . CORRECTED
{NUMBER! VIGLATED | DESCRIPTION OF VIOLATION
E,. ——meneg LI W et e ——— e e ._ B S R e [ . th - i s
b H : i
§ 1 E Soc, 405.5 ‘ Rucords shall be maintained of raquired smergency evacuation drills
: | 2014 Edition IFC | 414 include the following information: ! e
9 | 6751AC 22-2.5 | 1. Idantity of the porson condueting the dril. i
| ! | 2. Date and timo of tho drill, : Z 1 ‘ ‘ b
i | © 3. Notification method usod. : ‘
i ! 4, Staff members on duty and participating. i
! | 5. Number of occupants svacuated. ;
! | 6. Spocial conditions simulated. :
; ; i 7. Problems encountered. ! :
E; i ! B, Weather condltions when occupants wore evacuated, ¢
i ! 8. Timo required to accomplish complete ovacuation. H
! ; Provide current copy of monthly fire driils,
f i
P2 i Sec. 605.5 ,} Extenslon cords and flexibie cords shali nat be a substitute far HRFA RG]
! 20%4 Editlon IFC | normanant wiring. Extenslon cords and floxible cords shal not ba
; | 6781AC22-25 | affixed to structures, extended through waills, ceilings or flaors, or
i E under doors or floor coverings, nor shall such cerds be subject to
) f anvironmental damage or physical impact. Extenslon cords shall be :
j i ; usaed only with portable appllances, !
: i Two extenslon cords waro found downstairs snack araa need to be ;
; ; . removed and instead use a permanent outlet for those
[ N ‘..mm_,,,._ng appliances{microwave oven,elc.}. e S R
i ; ) : -
I { GTSIAC 12411 | g751aC 12-4-11 Qccupancy of axlsting bulldings § 1211712016
j Occupancyof | Autharity: IC 22-13.2.13
: ; existing | Affectad: IC 12-17.2; IC 22-12-6-6; IC 22-13-2-2; IC 22.43.2.8; IC 36-8-7-
| i buiMdings 13

Sec. 11. (a) Any bullding or structure lawfully in existonce at the time

of the adoption of any
rule of the commission for new construction may have ite existing use
of accupancy continued

without having to be aitered to comply with such a rule.
| (b) No change In the character or use of any buliding or structure shal
i be permiited that shail cause

T




i

i £

4 Sec. 901.6
2014 Edition IFC
675 I1AC 22.2.5

]
i

| tha buiiding or structure to be classified within a different occupancy
: 8roup or within a different .

, division of the same occupancy group, unless the building or

i structure complies with, or is made to

| comply with the:

: (1) current rules of the commission for new construction for the

i Proposed revised usa of the

i bullding; or

: (2) provisions of:

. (A} Chapter 34 of the Indiana Building Code (675 1AC 13-2.6-34); or
| {B) 675 JAC 1213,

4 This building’s accupancy has changed from being used as an

' assembly use as a church and now Is being used as a school upstairs
! and a residence downstairs, Please file plans for a change of

P e e DS, Tiease Nle plans for a change of

gccupancy with the state,

Eg \Z(‘/{ ‘ &

|
|
J

|

5

s Fira detection, alarm, and extinguishing systems, mechanical smoke

* exhaust systems, and smoke and heat vents shal! be maintained in an
| operative condition at all times, and shall be replaced or repaired

g where defective, Nanrequired fire protection systems and cquipment

i shall be inspected, tested and maintained or removed.
H
H

The downstairs smoke alarm doesn't work. Please restore it to proper
;_operation.

} Fire safety plans shall include the following:

i 1, The procedure for reporting a fire or other emergency.

¢ 2. The life safety strategy and procedures for notifying, relocating or
i evacuating occupants, including oceupants who need assistance.

} 3. Site plans indicating the following:

% 3.1. The occupancy assembily point.

i 3.2. The locations of fire hydrants.

f 3.3. The normal routes of fire department vehicle actess.

| 4. Floor plans identifying the locations of the following:

4.2, Primary evacuation routes.

4.3. Secondary evacuation routes.

4.4. Accessible egress routes.,

4.5, Areas of refuge,

4.6. Exterior areas for assisted rescue.
4.7, Manuzl fire alarm boxes.

4.8. Portable fire extinguishers.

4.9, Occupant-use hose statlons.

| 4.10, Fire alarm annunciators and controls.
3. A list of major fire hazards assoclated with the normal use and
occupancy of the premises, including maintenance and housekeeping

€. Identification and assignment of personnal responsible for
malntenance of systems and equipment installed to prevent or control

7. ldentification and assignment of personnel responsible for
maintenance, housekeeping and controiling fuel hazard saurces.

Provide copy of fire safety and evacuation plans for review.

g
%
l
g

12117/2016

\7/|1

|+

675 IAC 13-2.8

[F} 907.2.3 Group E. A manual fire alarm system shall be
installed in Group E occupancies. When automatic

5 Sec. 404.3.2
;2014 Editian IFC
| 6751AC 22-2,5
i 1 4.1. Exits.
| Ig
|
| s
3 |
§
|
Ef procedures,
i
! fires,
& , 2014 Edition IBC
i
i

[ ———

sprinkler systems or smoke defectors are ingtalied, such
systems or detectors shall be connected to the bullding fire
alarm system,

Excaptions:

| 1241772016

[ W

1. Group E accupancies with an occupant load of [N S |

|

b



less than 50,

2. Manual fire alarm boxes are not required in
Group E Qccupancies where all of the following
apply:

2.1. Interior corridors are protected by smoke
detectors with alarm verification,

2.2, Auditoriums, cafeterias, gymnasiums and
the like are protacted by heat detectors or

other approved detection devices.

2.3. Shops and laboratories involving dusts or
Vapors are protected by heat detectors or

other listed detection.

3. Manual fire alarm boxes shall not be required in
Group E occupancies where the bullding is
equipped throughout with an approved automatic
sprinkler system, the notification appliances will
activate on sprinkler water flow and manual
activation is provided from a normally occupled
location.

The calculated occupant load of schoal is 102 persons. A fire alarm
system or sprinkler system is required per the above code reference.

Sec. 1030.2
2014 Edition {FC
675 IAC 22.2.5

Required exit accesses, exits and exit discharges shall be
continuously maintained free from obstructions or impediments to full
instant use in the case of fire or other emergency when the buiiding
area served by the means of egress is occupied. An exit ar exit
passageway shall not be used for any purpose that interferes with a
means of egress.

One of the leafs of the front exit double doors has wooden blocks on
the panic bar that prevents it from opening. The biocks need to be
removed to aliow instant use of this exit door.

12H7/2016

2014 Edition IBC
678 1AC 13-2.6

SECTION 1015

EXIT AND EXIT ACCESS DOORWAYS

1015.1 Exits or exit access doorways from spaces. Two

vided where one of tha following conditions exists:

1. The occupant load of the space exceeds ons of the values

in Table 1015.4.

Exceptions:

1. in Group R-2 and R-3 occupancies, one means

of egress is permitted within and from individual

dwelling units with a maximum occupant

load of 20 where the dwelling unit is aquipped

throughout with an automatic sprinkler system

in accordance with Sectlon 803.3.1.1 or

903.3,1.2.

2. Care suites in Group I-2 occupancles complying

with Saction 407.4.3.

2. The common path of egress travel exceeds one of the

limitations of Section 1014.3

3. :Nhere required by Section 1015.3, 1015.4, 1015.5, or
015.6,

Where a building contalns mixed eccupancles, each individual

occupancy shall comply with the applicable raquirements

for that occupancy. Whera appiicable, cumulative * occupant loads

from adjacent occupancies shall be considered

tn accordance with the provisions of Section 1004.1.

The calculated ocqupant load is over 49 peopie.Thera is only one exit

12/17/2018

U
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5 Sec. 10111
;2014 Edition IBC
| 6751AC 13-2.6

b

i
H

H

‘ for the school. Need one additional exit.

. Exits and exit access doors shall be marked by an approved exit sign

readily visible from any direction of egress fravel. The path of egress
travel to exits and within exits shall be marked by readily visible exijt
signs to clearly indicate the direction of egress travel in cases where
the exit or the path of egress travel is not immediately visible to the
eccupants. Intervening means of egress doors within exits shall be
marked by exit signs. Exit sign placement shall be such that no point
in an exit access corridor or exit passageway is more than 100 feet
(30,480 mm) or the listed viewing distance for the sign, whichever is
less, from the nearest visible exit sign.

Exceptions:

1. Exit signs are not required in rooms or areas that raquire only one
exit or exit access.

2. Main exterior exit doors or gates that are obviously and clearly

i

| identifiable as exits need not have exit signs where approved by the

fire code official. ;
3. Exit signs are not required In occupancies in Group Y and individual g
sleeping units or dwelling units in Group R-1, R-2 or R-3.

4. Exit signs are not required in dayrooms, sleeping rooms or
dormitories i occupancies in Group 1-3.

5. In occupancies in Groups A-4 and A-5, exit signs are not requirad on
the scating side of vemitories or openings into seating areas where
exit signs are provided in the concourse that are readily apparent from
the vomitories. Egress lighting s provided ta identify each vomitory or
opening within the seating area in an emergency.

Provide exit signs at all required sxits.

Sec. 1006.3
2014 Editicn IBC
675IAC 13-2.6

The power supply for means of egress illumination shall normally be
provided by the premises’ electrical supply. In the event of power
supply failure, an emergency electrical system shall automatically
illuminate all of the following areas:

1. Aisles and unenclosed egress stairways in rooms and spaces that
require two or more means of egress.

2. Corridors, interior exit stairways and ramps and exit passageways in
buildings required to have two or more exits.

3. Exterior egress compornients at other than their levels of exit
discharge until exit discharge is atcomplished for buildings required
to have two or more exits.

4. Interior exit discharge elements, as permitted In Section 10271, in
buildings required to have two or more exits,

5. Exterfor landings as required by Section 1008.1.6 for exit discharge
doorways in buildings required to have two or more exits.

The emergency power systam shall provide power for & duration of not
less than 80 minutes and shall consist of storage battaries, unit
equipment or an on-site generator. The installation of the emergency
power system shall be in accordance with Section 2702.

Provide emergency lighting to enable the students to see the exits in
the evant of a power failure.

SU—

2112t

Sec. 7.3.1.1.1
2010 Editlon
NFPA 10

| 675 1AC 28-1-2

|
S S

Fire axtingulshers shal be subjected to maintenance at intervals of
not more than 1 year, at the time of hydrostatic test, or when
spacifically Indicated by an inspaction or electronic notification.

Classroom fire extinguisher is over due for it's annual Inspection.

1214712018

Hilty Id
286784

Receivad By Name Signature and Date

% %



